REV: DESCRIPTION BY DATE
V1.0 New issue XP 2013-09-16
13.20MAX
O - - % : . —
N 3| | v| 10.10, PH:2.54%15=38.00_. O
ol SN [T 9.00 | _
1
b ——— 9@@@@@@@@@@@@@@@ f
' — — — L |
) C [T —
Ip - : | \
= ‘ ‘ SFEFH BEEEH B | B HHH B ||| FHEH R ] B B
SN N B S e
S| 2| S| 5| S THE A ) O O B ) R O e "
0| oo & < Lo bbb b IC
A0l o > < 55 () (95 0, ) #H e “*
= ' ! e e e i e FEF eSS e Fe e e o s F
! = S— — - — = | NO | Symbol
I = 1 VSS
o ) (ol i
3 VO
13.80 [ | A.A V0,40 _ 5CR1 60 4 RS
1050 || [ V.A 77.00 _ Bl 1 s | Rw
250 || 93.00£0.2 " R o | E
+ gy 7 DBO
.40 || 95.20£0.2 5 7| s
B PCB 98.00%0.5 | . e
¥ 10| DB3
N 11 DB4
NOTES : 12 DB5
1. LCD TYPE: STN Yellow-Green, Positive Transmissive T 13| DB6
2. OPERATING VOLTAGE: VDD=5.0V,Vop=4.5V 8 14 | DB7
3. VIEWING DIRECTION: 6 O'CLOCK DOT SIZE: 5| A
4. DRIVE METHOD: 1/16 Duty,1/5 Bias - 16| K

5. OPERATING TEMP: -20°C TO +70°C
6. STORAGE TEMP: -30°C TO +80°C
7. CONNECTOR TAPE: Zebra
8. DRIVER IC: AIP31066 or Equivalent
9. BACKLIGHT: Yellow-Green
10. ALL sub-parts and materials of the parts,must comply with the RoHS instructions of EU.




